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268-026-000

Tour Grade Classic XKE starquad jet black

-Precise cable geometry and starquad construction for excellent
rejection of radio frequency and electromagnetic interference (RFI
and EMI)

j -Starquad colour coding - white & white (+ve phase) with blue &
g blue (-ve phase) opposing; pairs should be terminated as above

i -Available in 10 colours for application or length colour coding

268-020-000

-98% optical coverage braided screen for exceptional mechanical
strength
-Combination of S|Iver plated and plaln ultra pure oxygen free

2,49€

Tour Grade C|aSSIC XKE mic cable jet black -
Further improved outer jacket ensures cable remains flexible in sub
zero temperatures

-Tightly packed cotton fillers ensure no static build up and even
capacitance

Nl -Available in 10 colours for application or length colour coding

-Close lapped copper screen for the best compromise between
effective shielding and flexibility

-Combination of silver plated and plain ultra pure oxygen free
copper conductors for unsurpassed sound quality

197 €

Tour Grade 2 x 1.50mm twin-axial -
Wide range of conductor counts & sizes

-Reduced OD 2 x 2.5mm will fit XLR connectors and mono jacks
-Multicore construction optimised for dynamic use

-Ultra pure oxygen free copper for outstanding sonic integrity

2,69€

268-525-000

Tour Grade 2 x 2.50mm twin-axial

4,02€

268-542-000

Tour Grade 4 x 2.50mm multicore

4,95€

268-544-000

Tour Grade 4 x 4.00mm multicore

7,92¢€

268-011-000

Pro Grade Classic instrument jet black -Low
noise and high flexibility for on stage use

-Multiple colours for application or length colour coding

-Dual thermoplastic/lapped copper screens for excellent noise
rejection

-Ultra pure oxygen free copper for outstanding sonic integrity
-Comes in jet black, ultramarine blue, traffic red, mint green,
squirrel grey, sulphur yellow, traffic white, luminous bright, nut
brown, signal violet.

1,49 €

Silver Series Session Grade Flat Cap 90 -Lo-
Cap 55: 55 p/F per metre. Low capacitance figure gives low high
frequency roll off

-Flat-Cap 90: 90 p/F per metre. Mid range capacitance figure gives
average high frequency roll off

-Hi-Cap 125: 125 p/F per metre. Higher capacitance figure gives
more high frequency roll off

6,79 €
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